
0 Scanning Laser Range Finders m HDKUYD 

• Indoor 
Model Number URG-04LX-UG01 URG-04LX 

Appearance 

Light source Semiconductor laser diode (FDA approval, Laser safety class 1) 

Scanning range 0.02 to 5.6m 0.02 to 1Om 0.02 to 20m 
240-degree 270-degree 270-degree 

Measuring Accuracy +/-30mm +/-10mm +/-40mm 

Angular resolution 0.352 degrees (360/1 ,024) 0.25 degrees (360/1 ,400) 

Scanning frequency 10Hz(600rpm) 36Hz(2160rpm) 40Hz(2,400rpm) 

Multi Echo Function N/A 

Communication Protocol SCIP 2.0 SCIP 1.1/2.0 SCIP 2.0 SCIP 2.2 

communication and t-__ u_s_B_1_.1_/2_._o __ -+ _____ u_s_B_1_.1_/2_._o_,_R_S-_2_3_2_C _____ ~ _____ E_t_h_e_rn_e_t_1_0_0_BA_S_E_-_TX _____ _, 

Dl/0 Interface N/A 

Power source USB bus power 5VDC 

Power Consumption 0.5A or less 

Ambient illuminance 

Protective Structure 

Weight 160g 

Size (WxDxH) mm 50x50x70 

Reference price 

Note Inventoried item Inventoried item 

• Outdoor 
Model Number UTM-30LX UTM-30LX-EW 

Appearance 

Scanner synchronous and Failure output 

12VDC 

0.4A or less 

10,000 lx or less 

IP40 

185g 

60x75x60 

MTOitem 

UTM-30LX-F 

12Vor24VDC 

0.15A or less (on 24VDC) 

IP65 

130g 

50x50x70 

It will be scheduled to go on sale in January 2014. 
Specifications are subject to change without notice. 

UXM-30LX-EW UXM-30LXH-EWA 

Light source Semiconductor laser diode (FDA approval, Laser safety class 1) 

Scanning range 

Measuring Accuracy 

Angular resolution 

Scanning frequency 

Multi Echo Function 

Communication Protocol 

0.1 to 30m 
270-degree 

+/-30mm 

0.25 degrees (360/1 ,400) 

40Hz (2,400rpm) 

N/A Max. 3-echo 

SCIP 2.0 SCIP 2.2 

USB1.1/2.0 Ethernet 1 OOBASE-TX 

0.1 to 30m 
190-degree 

+/-50mm 

0.1 to80m 
190-degree 

+/-30mm 

0.65degrees (360/552) 0.25degrees (360/1.400) 0.125degrees(360/2,880) 

1 00Hz(6,000rpm) 20Hz (1.200rpm) 

N/A Max.3-echo Max.4-echo 

SCIP 2.0 SCIP 2.2 

USB1.1/2.0 Ethernet lOOBASE-TX 
Communication and 

Dl/0 Interface Scanner synchronous and Failure output 
Scanner sync. output 

Failure output 

Scanner sync. output 
Failure output 

pair sensor sync. 1/0 

Power source 12VDC 10~30VDC 

Power Consumption 0.7A or less 0.6A or less(on 12VDC) 

Ambient illuminance 10,000 lx or less 

Protective Structure IP64(1EC standard) IP67(1EC standard) IP64(1EC standard) IP67(1EC standard) 

Weight 210g 800g 1200g 

Size (WxDxH) mm 60x 60x87 62 X 62 X 87.5 60x 60x87 124 X 126 X 150 

Reference price 

Note Inventoried item Inventoried item MTOitem MTOitem MTOitem 

Note :These data is for reference only and please make sure the exact data on the official specifications sheets. 

m HDKUYD AUTOMATIC CD.,LTD. 
Osaka HU Building, 2-2-5 Tokiwamachi, Chuo-Ku, 
Osaka,Japan.540-0028 
TEL: +81-6-6947-6333 FAX: +81-6-6947-6350 
URL http://www.hokuyo-aut.jp 
E-mail: info@hokuyo-aut.jp 
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